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H HEVI LITE, INC.               
       9714 Variel Ave, Chatsworth, CA 91311
        Tel., (818) 341-8091 - Fax (818) 998-1986
        Web Site http://www.hevilite.com

HL-6500
NOTE:

RATING:
Wet/damp/dry location.

APPROVED:

PROJECT:

CATALOG NUMBER:

TYPE:

MADE IN THE USA

                                                                                                       Fixture                                    Finish                                    Optics                                 Voltage                         Options/Access.             

HL-6500-BZ-8LED-12-12

SPECIFICATIONS

DESCRIPTION:
Sleek square LED path light. Suitable for 
wet/damp/dry location installations.

MATERIAL:
Standard overall material is 6061 aluminum.

FINISH:
AA - Anodized Satin Aluminum
AP - Powder Coat Aluminum 
BK - Powder Coat Black 
BZ - Powder Coat Bronze 
WT - Powder Coat White 

LED OPTIONS:
Integral high output LED, warm white (3000K CCT) 
standard, others available. LED is MLV dimmable.
    3LED - 3W LED
    8LED - 8W LED

VOLTAGE:
    12 - 12 VAC output transformer required, not 
    included.

MOUNTING:
Fixtures mount directly to standard Hevi Lite ground 
mounts with 1/2-NPS thread. Fixtures with stem 
extensions mount directly to wood or concrete 
surfaces. Stem extensions are equipped with wiring 
compartment, (1) opening for 1/2" conduit or 1/2-NPS 
mount and (4) 1/4" holes for concrete anchors.
    GM-1  - Composit mounting spike
    GM-2  - Cast mounting spike.
    GM-3  - Stainless steel triple prong spike.
    GM-4  - Stainless steel triple prong spike w/j-box
    GM-5  - ABS mounting spike w/ wiring compartment
    GM-6  - Cast mounting spike with wiring box
    GM-7  - Cork screw style mounting spike
    GM-8  - Cast in grade j-box
    GM-9  - Landscape power post

SIZES: 
Standard fixture height is 12". Four standard stem 
extension available, custom lengths available upon 
request.
   12 - 12" Overall Length
   15 - 15" Overall Length
   18 - 18" Overall Length
   24 - 24" Overall Length
   30 - 30" Overall Length

SAMPLE ORDER SPECIFICATION:

ORDER SPECIFICATION:  _______________ - ________________ - _______________ - _______________ - _______________

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF HEVI LITE, INC.  ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF HEVI LITE, INC. IS PROHIBITED.
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H HEVI LITE, INC.               
       9714 Variel Ave, Chatsworth, CA 91311
        Tel., (818) 341-8091 - Fax (818) 998-1986
        Web Site http://www.hevilite.com

HL-6500-CM-BZ-8LED-12-24

HL-6500-CM

Wet/damp/dry location.
RATING:

NOTE:

APPROVED:

PROJECT:

CATALOG NUMBER:

TYPE:

MADE IN THE USA

                                                                                                       Fixture                                    Finish                                    Optics                                 Voltage                         Options/Access.             

SPECIFICATIONS

DESCRIPTION:
Sleek square LED path light with concrete mount. 
Suitable for wet/damp/dry location installations.

MATERIAL:
Standard overall material is 6061 aluminum.

FINISH:
AA - Anodized Satin Aluminum
AP - Powder Coat Aluminum 
BK - Powder Coat Black 
BZ - Powder Coat Bronze 
WT - Powder Coat White 

LED OPTIONS:
Integral high output LED, warm white (3000K CCT) 
standard, others available. LED is MLV dimmable.
    3LED - 3W LED
    8LED - 8W LED

VOLTAGE:
    12 - 12 VAC output transformer required, not 
    included.

MOUNTING:
Fixtures mount directly to wood or concrete surfaces. 
Stem extensions are equipped with wiring 
compartment, (1) opening for 1/2" conduit and (4) 1/4" 
holes for concrete anchors.

SIZES: 
Four standard stem extension available, custom 
lengths available upon request.
   15 - 15" Overall Length
   18 - 18" Overall Length
   24 - 24" Overall Length
   30 - 30" Overall Length

SAMPLE ORDER SPECIFICATION:

ORDER SPECIFICATION:  _______________ - ________________ - _______________ - _______________ - _______________

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF HEVI LITE, INC.  ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF HEVI LITE, INC. IS PROHIBITED.



IP65 : Suitable for Wet Locations         

PROJECT: DATE:                

Head O�ce:
7144 NW Progress Ct
Hillsboro, Oregon 97124

www.ligmanlightingusa.com

Tel:  503-645-0500
Fax: 503-645-8100LUMINAIRE SPECIFICATION

UGI-31591
IK08 : Impact Resistant (Vandal Resistant) 

Ordering Example : UGI - 31591 - White-4w - W30 - 120v - Options 

Gino 2 frosted di�user LED 

Rev: 11/13

Physical Data 
Length: 3.94”

Lamp 
4w - 135lm - White - LED

Weight: 2.2 lbs
Height: 3.91”

Wall mounted luminaires with upward and downward light
distributions. Ideally suited to illuminate the wall and surfaces in front of wall and for 
light accents on vertical surfaces using halogen main voltage or compact �uorescent 
lamps.
Low copper content corrosion resistant die-cast aluminum frame and body. Stainless 
steel screws. Durable silicone rubber gasket and impact resistant toughened glass 
di�user The luminaire is treated with a chemical chromatized protection before 
powder coating, ensuring high corrosion resistance. Integral control gear. Anodized 
high purity 95% re�ective aluminum re�ector. As an option the glass lens can be 
lightly frosted to hide lamp image. The Gino can also be supplied in a LED version. 
Fixture mounts over a 3” octagonal junction box

Top view

Side view

Bottom view

3.91”

3.58”

3.94”

LED Color  (Please Specify) 

     W30 - 3000K
     W40 - 4000K

     W27 - 2700K

TYPE:             NOTE:
Ligman Lighting USA reserves the right to change speci�cations without prior notice, please contact factory for latest information. 
Due to the continual improvements in LED technology data and components may change without notice. 

QUANTITY:        

Mounting detail

3” Mounting Plate

3.46”
4.61”

4.06” 3.51”

1.57”

1.97”2.95”

Ø0.2”

4” Mounting Plate

Single Spike

Voltage  (Please Specify) 
     120/277v
     Other ___________

Options  (Please Specify) 
     F - Frosted Lens
     C - Clear Lens

Color (Please Specify)     
     01-Black - RAL 9011                        02-  Dark Grey - RAL 7043
     03-White - RAL 9003                       
     05-Matt Silver - RAL 9006              
     06-Bronze - RAL 6014

01 02 03 04 05 06

04 - Metallic Silver - RAL 9006
07-  Custom - RAL __________

Mounting Detail  (Please Specify) 
     3” Mounting Plate
     4” Mounting Plate

Spike Beam (Optional)
     Single Spike



Lumens Per Foot 120

Cut & Connect Joints Located Every 4”

Color 2700K, 3000K, 3500K, 4000K, Red, Green, Blue

Power Consumption 3.75W Per Foot, 120W per 32’ (10m) Spool 

Beam Angle 160º

Max Fixture Runs 32’ (10m)

Operating Temperature -40°F to 131°F (-40°C to 55°C)

24VDC

via DMX-512, 1 Channel Per Spool / Section

All Accessories Sold Separately Including First Cables and End Caps, See Page 2

Operating Voltage

Connectors & Hardware

Housing UV Coated, Flexible PVC Jacket + Silicone Top

Ingress Protection IP 68, Wet Location / Submersible Up To 10’ (3m)

Dimming

Warranty 3 Years

7.6 lbs (3.5 kg)Weight

Dimensions W 0.5” x H 0.81” x L 32.8’
(12.7 mm x 20.6 mm x 10m)

Installation Temperature 32°F to 113°F (-0°C to 45°C)

Impact Resistance IK 08, Up 5 Joule Impact Energy Protection 

SPECIFICATIONS

Client:

Project:

Type:

Order Code:

Quantity:

1

ACCLAIM
LIGHTING

 Flex Tube SC

DIMENSIONS

Flex Tube SC 
can be cut to length every 4”, and features an IP68, submersible rating, suitable for any exterior application. It is sold 
in spools of 32’ (10m), and is, impact, UV, and saltwater resistant.

www.acclaimlighting.com
Lumen measurements comply with IES LM-79-08 provided by a recognized, independent testing lab.

Connector Pins

LED

PCB

0.81”

0.5”

32.8’



DPW-111-DA AL Driver 8 RGBW 24V - 24V Power + DMX Driver, 120VAC or 240VAC Input / 1 Spool Maximum

AL-150-24 Dry Location 24VDC 150W Transformer, 120 or 240VAC Input / 1 Spool Maxiumum for Non-Dim Use

CLG-150-24 Wet Location 24VDC 150W Transformer, 120V-277VAC Input / 1 Spool Maximum for Non-Dim Use

FTUBESCFC Flex Tube SC First Cable Kit (FTB Only)  - IP68, 300mm (12”), Includes Gasket + Screws

FTUBESCLC Flex Tube SC Link Cable (FTB Only) - IP68, 300mm (12”), Includes Gasket + Screws

FTUBESCMC Flex Tube SC Seamless Mid Connector (FTB Only)

FTUBEEC Flex Tube End Cap Kit - IP68, Includes Gasket + Screws

FTUBELCH1M Flex Tube Self Lock Mounting Channel 1m (3.28’) - Aluminum, Includes 3 Clasps + 4 Screws

FTUBELCH5CM Flex Tube Self Lock Mounting Channel 5cm (2”) - Aluminum, Includes 1 Clasp + 1 Screw

FTTK2 Flex Tube Install Tool Kit - Includes Cutter, Insert Assist, and Carrying Case

RELATED COMPONENTS

Client:

Project:

Type:

Order Code:

Quantity:

ACCLAIM
LIGHTING

www.acclaimlighting.com
Lumen measurements comply with IES LM-79-08 provided by a recognized, independent testing lab. 
LM79 Photometry, LM80 LED source compliance documents, and IES files are available at www.acclaimlighting.com

Flex Tube SC

ORDER CODES (*Special Order Item)

FTB - 12 _ - AA     N        

A - 2700K*
B - 3000K
D - 3500K*

3 - Flex Tube SC 32.8’ Spool (10m)
4*  - Flex Tube SC Injection Molded Side Mount Cable 32.8’ Spool (10m)
5*  - Flex Tube SC Injection Molded Rear Mount Cable 32.8’ Spool (10m)

E
N

 - 4000K
- Red*

P
Q

 - Green*
- Blue

All Accessories Sold Separately Including First Cables and End Caps, See Below

APS-480-24 Non-Dim 24VDC 480W 120/240V UL Din Rail Power Supply, Maximum Load - 3 x 10m Runs

Non-Dim 24VDC 240W 120/240V UL Din Rail Power Supply, Maximum Load - 1 x 10m RunAPS-240-24



Client:

Project:

Type:

Order Code:

Quantity:

ACCLAIM
LIGHTING

www.acclaimlighting.com
Lumen measurements comply with IES LM-79-08 provided by a recognized, independent testing lab. 
LM79 Photometry, LM80 LED source compliance documents, and IES files are available at www.acclaimlighting.com

V1.6 : Revised 12.29.14

Flex Tube SC

WIRING (DMX Dimming) 

32’ (1m) Flex Tube SC

Wire to 18/2 cable (by others)

AC Input

120VAC Input

DMX In/Out (to next AL Driver 8)
Turn Dip Switch 1 ON (up) for DMX control. Set 1-9 to DMX Start vaule

AL Driver 8 RGBW 24V 

DMX Controller
24V
Transformer

+

-

WIRING (Non-dim) 

Wire to 18/2 cable (by others)

+

-

Wire to 18/2 cable (by others)

+

-

32’ (10m) Flex Tube SC

32’ (10m) Flex Tube SC

32’ (10m) Flex Tube SC

Wire to 18/2 cable (by others)

+

-

APS-480-24

AC Input 120/240 
Auto Switching

Maximum DC cable lengths - solid cable or higher, to be provided by others:
18/2 : 50’ to each 32’ run
14/2 : 120’ to each 32’ run
12/2 : 200’ to each 32’ run

Maximum DC cable lengths - solid cable or higher, to be provided by others:
18/2 : 50’ to each 32’ run
14/2 : 120’ to each 32’ run
12/2 : 200’ to each 32’ run



PROJECT ADDRESS: 
199 ARBOR LANE, MOSS BEACH, SAN MATEO COUNTY, CA

CARLOS ZUBIETA ARCHITECTS 

ASSESSOR’S PARCEL NUMBER:
037-123-430

ARBOR RESIDENCE
199 ARBOR LANE MOSS BEACH, CA 94038

COVER SHEET

A-0.0



PROJECT ADDRESS: 
199 ARBOR LANE, MOSS BEACH, SAN MATEO COUNTY, CA

CARLOS ZUBIETA ARCHITECTS 

ASSESSOR’S PARCEL NUMBER:
037-123-430

EAST ELEVATION VIEW:

PROJECT LOCATION:

The project is located on a Cul-de sac approximately .17 miles West 
of Highway 1 in Moss Beach along the San Mateo County coastline. 
The coastal bluff is approximately 50 feet away from the property 
and overlooks the Fitzgerald Marine Reserve. The immediate sur-
roundings of the project includes single family residences including 
one single family home to the immediate east and a vacant property 
owned by the home owners association to the North. The size of the 
site measures approximately 14,000 SF.

PROJECT DESCRIPTION:

The proposed project is of a new single family residence covering an 
estimated area of 3,500 square feet with an attached two car garage. 
The design and scale of the project was strategized to relate to the 
immediate neighborhood while the new structure uses contemporary 
strategies for incorporating passive solar, opening up the house to 
the outdoor spaces and retaining the native surrounding habitat as 
recommended by the biology report obtained. From the street the 
project scale is kept low to create visibility and reduce solid two-story  
wall surfaces.  

The use of environmentally conscious materials throughout the house 
helps to emphasize the warmth and character as well as blend with 
the natural surrounding landscape. Western red cedar exterior walls, 
and warm plaster walls relate to the cliff, trees and vegetation. Large 
South facing windows will open to the views of the surrounding land-
scape while also providing passive solar heating within the home. 
Varying roof slopes allow the house to be nested into the low-lying 
neighborhood, while the granite on the exterior roofing reflects the 
rocks along the cliff.

SITE

NORTH ELEVATION VIEW:  ARBOR LANE

TOP VIEW:

1

8

1

9

7

5

6
3

7

25

43

5

4 5

4

3

SOUTH ELEVATION VIEW: OCEAN FACING

GOOGLE MAPS VIEW:

1. ROOFING: Class A 4 Ply Built up roofing finished
with a layer of rock - Granite No. 4 by by A1 Grit 

Company

5. EXTERIOR WALLS: Natural wood siding in 
4” wide -Western Red Cedar siding -
Benjamin Moore ARBORCOAT waterborne 
exterior stain semi-solid 639

4. EXTERIOR WALLS: Cement plaster
La Habra integral color - smooth finish
Color - “Charleston” - warm grey

2.EXTERIOR TRIM:  VM ZINC PIGMENTO
zinc flat panels  in “brown”

3. WINDOWS: Milgard Windows
Aluminum Frame - color: dark bronze

6. GARAGE DOORS: 
Natural wood Roll up doors -
Western Red Cedar - Clr. polyurethane 
finish

MATERIALS AND FINISHES LEGEND:

7. RAILINGS / BALCONY: Powder coated
steel and natural wood top - bronze color to
doors and windows and clr. polyurethane finsh

8. OVERHANGS: Natural wood trellis-
4x12 douglas fir beams with clear polyurethane
finish

9.HARDSCAPE / DECKS:  poured 
concrete and natural wood decks -
2x6 teak clr. polyurethane finish
 

4

9

3

2

5

4

3

3

2

2

3

2

5

2

2

4

PROJECT RENDERINGS AND MATERIALS

VACANT 
LOT

MARINE
RESERVE

PR-1.0



PROJECT ADDRESS: 
199 ARBOR LANE, MOSS BEACH, SAN MATEO COUNTY, CA

CARLOS ZUBIETA ARCHITECTS 

ASSESSOR’S PARCEL NUMBER:
037-123-430

6. GARAGE DOORS: 
Natural wood Roll up doors -
Western Red Cedar - Clr. polyurethane 
finish

EXTERIOR ELEVATIONS WITH MATERIALS

DAYLIGHT
PLANE

DAYLIGHT
PLANE

DARK BRONZE
ANODIZED ALUMINUM

WINDOW FRAMES

EXTERIOR
LED SCONCE

EXTERIOR
LED SCONCE

CLASS A TYPE, 4PLY
BUR MEMBRANE, FINISHED
WITH A LAYER OF ROCK

NATURAL GRADE
0'-0" = 50.20'

NATURAL GRADE
0'-0" = 50.20'

GARAGE F.R.E
15'-7 3/16" = 65.80'

1ST FLOOR F.F.E
1'-1" = 51.28'

1ST FLOOR F.R.E.
13'-3" = 63.45'

2ND FLOOR F.F.E.
12-7" = 62.78'

HIGH ROOF POINT
26'-10 11/16" = 77.09'

1ST FLOOR F.F.E
1'-1" = 51.28'

1ST FLOOR F.R.E
13-11 7/16" = 64.15'

HIGH ROOF POINT
26'-10 11/16" = 77.09'

TOP OF TRELLIS
11'-9 1/2" = 61.99'

GARAGE F.R.E
15-7 3/16" = 65.80'

2EAST EXTERIOR ELEVATION
SCALE: 1/4" = 1'-0"

1NORTH EXTERIOR ELEVATION
SCALE: 1/4" = 1'-0"

CLASS A TYPE, 4PLY
BUR MEMBRANE, FINISHED
WITH A LAYER OF ROCK

WESTERN RED
CEDAR SIDING

WESTERN RED
CEDAR SIDING

CEMENT PLASTER
SMOOTH FINISH

CEMENT PLASTER
SMOOTH FINISH

SEE CORRESPONDING MATERIALS AND FINISHES 
LEGEND ON PAGE PR-1.0

PR-1.1



PROJECT ADDRESS: 
199 ARBOR LANE, MOSS BEACH, SAN MATEO COUNTY, CA

CARLOS ZUBIETA ARCHITECTS 

ASSESSOR’S PARCEL NUMBER:
037-123-430

EXTERIOR ELEVATIONS WITH MATERIALS

DAYLIGHT
PLANE

DAYLIGHT
PLANE

EXTERIOR
LED SCONCE

EXTERIOR
LED SCONCE

CLASS A TYPE, 4PLY
BUR MEMBRANE, FINISHED
WITH A LAYER OF ROCK

CLASS A TYPE, 4PLY
BUR MEMBRANE, FINISHED
WITH A LAYER OF ROCK

NATURAL GRADE
0'-0" = 50.20'

NATURAL GRADE
0'-0" = 50.20'

1ST FLOOR F.F.E
1'-1" = 51.28'

HIGH ROOF POINT
26'-10 11/16" = 77.09'

1ST FLOOR F.F.E
1'-1" = 51.28'

HIGH ROOF POINT
26'-10 11/16" = 77.09'

2ND FLOOR F.F.E.
12'-7" = 62.78'

1ST FLOOR F.R.E
13'-11 7/16" = 64.15'

2ND FLOOR F.F.E.
12-7" = 62.78'

GARAGE F.R.E.
15-7 3/16" = 65.80'

TOP OF TRELLIS 
11'-9 1/2" = 61.99'

1ST FLOOR F.R.E
13'-3" = 63.45'

1SOUTH EXTERIOR ELEVATION
SCALE: 1/4" = 1'-0"

2WEST EXTERIOR ELEVATION
SCALE: 1/4" = 1'-0"

WESTERN RED
CEDAR SIDING

CEMENT PLASTER
SMOOTH FINISH

DARK BRONZE
ANODIZED ALUMINUM
WINDOW FRAMES

CEMENT PLASTER
SMOOTH FINISH

WESTERN RED
CEDAR SIDING

DARK BRONZE
ANODIZED ALUMINUM

WINDOW FRAMES

SEE CORRESPONDING MATERIALS AND FINISHES 
LEGEND ON PAGE PR-1.0

PR-1.2



PROJECT ADDRESS: 
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CARLOS ZUBIETA ARCHITECTS 

ASSESSOR’S PARCEL NUMBER:
037-123-430 PR-1.3

BUILDING SECTIONS

WESTERN RED
CEDAR SIDINGB

U
IL

D
IN

G
 H

EI
G

H
T

B
U

IL
D

IN
G

 H
EI

G
H

T

DATUM POINT 
0'-0" = 50.20'

DATUM POINT
0'-0" = 50.20'

GARAGE F.R.E
15'-7 3/16" = 65.80'

1ST FLOOR F.F.E
1'-1" = 51.28'

1ST FLOOR F.R.E.
13'-3" = 63.45'

2ND FLOOR F.F.E.
12-7" = 62.78'

HIGH ROOF POINT
26'-10 11/16" = 77.09'

1ST FLOOR F.F.E
1'-1" = 51.28'

1ST FLOOR F.R.E
13-11 7/16" = 64.15'

TOP OF TRELLIS
11'-9 1/2" = 61.99'

2SHORT BUILDING SECTION
SCALE: 1/4" = 1'-0"

1LONG BUILDING SECTION
SCALE: 1/4" = 1'-0"

CLASS A TYPE, 4PLY
BUR MEMBRANE, FINISHED
WITH A LAYER OF ROCK

WESTERN RED
CEDAR SIDING

CEMENT PLASTER
SMOOTH FINISH

CEMENT PLASTER
SMOOTH FINISH

DARK BRONZE
ANNODIZED ALUMINUM

WINDOW FRAMES

DARK BRONZE
ANNODIZED ALUMINUM

WINDOW FRAMES

HIGH ROOF POINT
26'-10 11/16" = 77.09'

26
'-1

0 
11

/1
6"

26
'-1

0 
11

/1
6"

CRAWL SPACE F.F.E.
- 2'-5" = 47.78'

CRAWL SPACE F.F.E.
- 2'-5" = 47.78'

1'
-1

"
12

'-2
"

13
'-7

 1
1/

16
"

2'
-5

"
15

'-7
 3

/1
6"

2'
-5

"
11

'-3
 1

/2
"

11
'-6

"
1'

-3
 7

/1
6"

1'
-1

"
11

'-9
 1

/2
"

CLASS A TYPE, 4PLY
BUR MEMBRANE, FINISHED
WITH A LAYER OF ROCK

SEE CORRESPONDING MATERIALS AND FINISHES 
LEGEND ON PAGE PR-1.0



PROJECT ADDRESS: 
199 ARBOR LANE, MOSS BEACH, SAN MATEO COUNTY, CA

CARLOS ZUBIETA ARCHITECTS 

ASSESSOR’S PARCEL NUMBER:
037-123-430

191 ARBOR LANE - EXISTING HOUSE (EAST SIDE) ONLY IMMEDIATE NEIGHBOR 191 ARBOR LANE - EXISTING LOT - NORTH SIDE OF PROPERTY

181 ARBOR LANE - EXISTING ADJACENT HOUSE ON THE SOUTH SIDE

NEIGHBORHOOD CONTEXT:

The homes on Arbor Lane, a cul-de-sac are one and two stories in 
height. The homes are a mix of similar style ranch homes built at 
the same time with newer second floor additions in a mix of col-
ors and materials. All of the homes have the garages that face Ar-
bor Lane. with varied roof lines that range from pitched to gabled. 
The proposed residence will be contemprary similar in materials and 
look and feel as some of the newer developments occuring in other 
neighborhoods in Moss Beach.

EXISTING ADJACENT HOUSE  ON THE NORTH SIDE

199 ARBOR LANE - PROJECT SITE (VIEW TOWARDS ARBOR LANE)

CONTEMPORARY PROJECT IN MOSS BEACHCONTEMPORARY PROJECT IN MOSS BEACH

SURROUNDING NEIGHBORHOOD AND ROOF TYPES 

PR-1.4
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TOPOGRAPHIC SURVEY
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A1.0

SITE PLAN



PROJECT ADDRESS: 
199 ARBOR LANE, MOSS BEACH, SAN MATEO COUNTY, CA

CARLOS ZUBIETA ARCHITECTS 

ASSESSOR’S PARCEL NUMBER:
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FIRST FLOOR PLAN

A3.0
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ASSESSOR’S PARCEL NUMBER:
037-123-430 A3.1

SECOND FLOOR PLAN
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ROOF PLAN
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LIGHTING SITE PLAN

SEE CORRESPONDING LIGHTING  SPECS IN SPEC BOOK PAGE 25-27
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04.21.172

L-1.0

LANDSCAPE PLAN

REMOVE 27”
CYPRESS TRESS
(DIAMETER AT
BREAST HEIGHT)

15 GAL.

15 GAL.

REMOVE 36” 
CYPRESS TREE
(DIAMETER @ 
BREAST HEIGHT)
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